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Technische Information 

Easylon USB Socket Interface (RS485) 

Best.-Nr.: P.P10503-3, P.P20503-3 

 

BESCHREIBUNG 

Das Easylon USB Socket Interface realisiert eine 

LON-USB Schnittstelle, die als Plug-In Modul in 

OEM Geräte integriert werden kann. USB-seitig er-

folgt der Anschluss über eine 10polige Stiftleiste, 

deren Pinbelegung sich am ASUS Standard orientiert. 

Über diesen Anschluss erfolgt ebenso die Spannungs-

versorgung.  

LON-seitig bietet das Modul einen RS485 Transceiver 

mit MIP Firmware. Service Taster und –LED sind 

vorhanden 

Zur Evaluierung steht ein Testboard zur Verfügung. 

Aus dem Einsatz als OEM Modul resultiert eine ge-

wisse Flexibilität hinsichtlich kundenspezifischer Be-

stückungsvarianten, z.B. hinsichtlich der Anschlüsse. 

Auch für weitergehende Veränderungen, etwa der 

Bauform, machen wir Ihnen gern ein Angebot.  

 

TECHNISCHE SPEZIFIKATIONEN 

 

LonWorks Interface 

Transceiver RS485, 1,25 MBps  

nicht galvanisch getrennt 

Neuron 5000, 80 MHz  

Anschluss 3 pol. Stiftleiste 

Statusanzeige Neuron Service LED 

Kontrolltaster Neuron Service Taster 

USB Interface 

Typ USB-Slave Schnittstelle 

gem. USB 2.0 Specific. 

Anschluss 10pol doppelreihige 

Stiftleiste 

Funktionsüberwachung Spannungsüberwachung 

Spannungsversorgung 5 V DC +- 10%, extern 

über USB Schnittstelle 

Leistungsaufnahme < 100 mA, typisch 

Betriebstemperatur 0 ... +70 °C 

erweiterter Bereich 

(P.P2…) 

-40 ... +85 °C 

Lagertemperatur -40 ... +85 °C 

relative Feuchte 90%, keine Betauung 

Technische Änderungen vorbehalten. 

 

STECKERBELEGUNG 

10pol. USB Anschluss 

 

PIN Beschreibung 

1 +5 Volt 

2 +5 Volt 

3 USB - 

4 - 

5 USB + 

6 - 

7 GND 

8 GND 

9 - 

10 - 

 

3pol. LON Anschluss 

 

PIN MNEMO Beschreibung 

1 RT + LON Data +  

2 GND Erde 

3 RT - LON Data – 

 

BEMAßUNG UND ELEMENTE 

Abmessungen und Lage PIN 1 der Anschlüsse 
2

559

4
3

2

2
4

2
2

3
6

9
6

6396

3
2

6
8

420

6592

6934

8
2

6

1/100 mm

3

Ø 320

Ø 320

2
4

1
3

4

6350

1

1 2

1
2

3
0

5,20

5

6

1

1/100 mm

4
3

01
0

2
0 1
5

0

 (1) USB Anschluss Pin 1, 1/10 inch Raster 

 (2) Status LED, Error LED 

  (3) Service LED 

 (4) Service Pin Taster 

 (5)  GND Anschluss 

 (6) LON Anschluss Pin 1 

Die Maßskizze zeigt, insbes. bezüglich der Anschlüs-

se,  nur eine mögliche Bestückungsvariante. 
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Technical Information 

Easylon USB Socket Interface (EIA-485) 

Order code: P.P10503-3, P.P20503-3 

 

DESCRIPTION 

The Easylon USB Socket Interface realizes a LON-

USB connection as a socket module, to be integrated 

into OEM devices. USB connection to the CPU board 

is made by a 10pin connector designed according the 

ASUS standard. Power supply uses this connector as 

well.  

An EIA-485 transceiver running MIP firmware con-

nects to the LonWorks network. Service button and 

LED are implemented.  

For evaluation a connection board is available. 

As an OEM module a certain flexibility with respect 

to customer specific requirements will be observed, 

e.g. with respect to the connector types or positions. 

Even for the realization of more thorough require-

ments we will be leased to send you a specific offer. 

 

TECHNICAL SPECIFICATION 

 

LonWorks Interface 

Transceiver EIA-485, 1.25 Mbps,  

not electr. isol. 

Neuron 5000, 80 MHz 

Connector 3 pin edge connector 

Status display Neuron service LED 

 Neuron service button 

USB Interface 

Type USB slave interface 

accord. to USB 2.0 

specification 

Connector 10 pin 2 row edge 

connector  

Monitoring PowerOn 

Power supply  5 V DC +- 10%, externally 

via USB connector 

Power consumption < 100 mA, typically 

Operating temperature 0 ... +70 °C 

Extended range  

(P.P2...) 

-40 ... +85 °C 

Storage temperature -40 ... +85 °C 

Relative humidity 90%, no condensation 

Specifications are subject to changes 

 

 

PIN ASSIGNMENT 

10 pin USB connector 

PIN Description 

1 +5 Volt 

2 +5 Volt 

3 USB - 

4 - 

5 USB + 

6 - 

7 GND 

8 GND 

9 - 

10 - 

 

3 pin LON connector 

 

PIN MNEMO Description 

1 RT + LON data +  

2 GND ground 

3 RT - LON data – 

 

MEASUREMENTS AND ELEMENTS 

Dimensions and connector pin 1 positions 
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 (1) USB connector pin 1, 1/10 inch pitch 

 (2) Status LED, error LED 

 (3) Service LED 

 (4) Service pin push button 

 (5) GND connector 

 (6) LonWorks connector pin 1 

The drawing is showing just one possible connector 

placement  


